
         855D  XUV TURBO KIT 
(serial # after 100000) 

                             INSTALLATION INSTRUCTIONS  
1. Remove exhaust pipe and muffler from manifold. 
2. Remove fuel filter mounting bolt and position fuel filter and dipstick aside. See Fig. 1 
3. Remove fuel filter mounting bracket. Remove electric shut-off solenoid. See Fig. 2 
4. Locate tamper-proof sleeve on injection pump. See Fig. 3 
5. Clamp Vise-Grip over sleeve and fuel stop screw. See Fig. 4  
6. Remove complete fuel screw assembly. Take apart and discard tamper-proof sleeve. 
7. Fuel stop screw adjustment differs depending on altitude and machining tolerances. Final adjustment may take 

several attempts depending on power needs, clutch performance and acceptable smoke levels. Final adjustment 
should be made after installation is complete and unit can be test driven.  If no adjustment is made turbo will be 
virtually ineffective.     

8. Reassemble screw with jam nut and cap nut and adjust to a preliminary setting of .485’’.  see fig 5.   If further 
adjustment is needed the shorter the measurement the more fuel, the longer the measurement the less fuel.                                                                                                                                     

9. Remove lower governor cover and oil pressure sender. See Fig. 6 
10. Install 1/8” tee fitting in place of oil sender then reinstall sender into tee fitting. See Fig. 7 
11. Install oil return plate in place of governor cover. See Fig. 7 
12. Reinstall fuel stop solenoid. 
13. Remove top right stud from exhaust manifold. 
14. Install fabricated exhaust manifold extension using 1 8x20 SHCS and 3 original nuts. Fig 8 
15. Reinstall fuel filter mounting bracket, install M8x25 support   bolt through new manifold and fuel filter bracket. 

Tighten all bolts. See Fig. 9 
16. Install turbo assembly onto fabricated manifold using M8x20 SHCS, connect oil supply line and oil drain line. It 

may be necessary to trim off some of the oil drain hose, so that there are no low spots. Drain hose needs to be a 
continuous downward slope from turbo to return plate. Fig. 10 

17. Reinstall fuel filter base and dipstick.  
18.  Install boost hose on turbo outlet and intake manifold. Fig. 11 
19. Cut original clean air hose, leave as much of hose that runs parallel to engine as possible. Fig. 11 
20. Install new turbo exhaust pipe with 4, M8x20 flange bolts. Fig 12 
21. Remove crankcase vent plate from valve cover, remove diaphragm and spring and discard. 
22. Apply sealant around ball and drive ball into hole until it is below flush. Use a center punch and peen area 

around hole to retain ball. See Fig. 13 
23. Install new crankcase vent plate with o-ring onto valve cover. Install new crankcase vent hose onto barbed 

fitting and direct to ground.  
24. Install new clean air hose with nipple onto previously cut hose and connect other end to turbo. Tighten all 

clamps. Fig 11 
25. Check all hardware, start engine and check for leaks. 
26. Test drive vehicle and adjust fuel screw appropriately.                                                                                                                              

It is not necessary to remove belt cover for installation              
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